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(57) ABSTRACT

Apparatus and method are provided for performing asynchro-
nous discovery among multiple peers in a wireless peer-to-
peer (P2P) network. In an aspect of the disclosure, a peer
selects a duty cycle C corresponding to a probability that the
peer is in either a scanning state or an advertising state, rather
than a sleeping state, wherein the duty cycle C is selected in
accordance with a power consumption of the peer. The peer
also selects a first probability P, for being in the advertising
state, and performs an asynchronous discovery protocol in
accordance with the duty cycle C and the first probability P,.
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APPARATUS AND METHOD FOR
ASYNCHRONOUS PEER-TO-PEER
DISCOVERY

TECHNICAL FIELD

Aspects of the present disclosure relate generally to wire-
less communication systems, and more particularly, appara-
tus and method for peer-to-peer wireless communications.

BACKGROUND

A peer-to-peer (P2P) wireless network is a distributed net-
work architecture in which a number of peers or nodes can
communicate with each other without a centralized controller
or server (e.g., an access point or a base station). Examples of
a P2P device (peer) include a cellular phone, a smart phone, a
session initiation protocol (SIP) phone, a laptop, a notebook,
a netbook, a smartbook, a smartwatch, a personal digital
assistant (PDA), a satellite radio, a global positioning system
(GPS) device, a multimedia device, a video device, a digital
audio player (e.g., MP3 player), a camera, a game console, a
sensor, or any other similar functioning device with P2P
wireless communication capability. A peer can supply
resources to, or consume resources from, other peers.

Before the peers can communicate with each other and
form a P2P network, a peer needs to discover other peers first
according to a discovery protocol. Two categories of discov-
ery protocol are synchronous discovery and asynchronous
discovery. Synchronous discovery protocols typically utilize
a global clock, and all peers can wake up periodically or at a
predetermined time (e.g., at substantially the same time) in
reference to a timing signal from the global clock in order to
discover each other.

However, in some scenarios or applications, it may not be
desirable or practical to provide a global clock or timing
signal thereof. In such cases, an asynchronous discovery pro-
tocol may be used when a global clock is not available or
desirable. In an asynchronous discovery protocol, a peer may
periodically (or at a predetermined time) wake up to scan for
other peers in its communication range. If the peer wakes up
more frequently and/or scans for a longer period, the prob-
ability of finding another peer will be increased at the expense
of increased power consumption of the peer. On the other
hand, reducing the frequency and/or duration of scanning can
reduce power consumption of the peer.

While some existing wireless communication standards
support asynchronous discovery (e.g., Wi-Fi Direct and Blue-
tooth Low Energy), they only work for two peers discovering
each other. It is desirable to advance and enhance the state of
the art in P2P wireless network with three or more peers.

SUMMARY

The following presents a simplified summary of one or
more aspects of the present disclosure, in order to provide a
basic understanding of such aspects. This summary is not an
extensive overview of all contemplated features of the disclo-
sure, and is intended neither to identify key or critical ele-
ments of all aspects of the disclosure nor to delineate the
scope of any or all aspects of the disclosure. Its sole purpose
is to present some concepts of one or more aspects of the
disclosure in a simplified form as a prelude to the more
detailed description that is presented later.

In one aspect, the disclosure provides a method operable at
a peer in a wireless peer-to-peer (P2P) network. The method
includes selecting a duty cycle C corresponding to a probabil-
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2

ity that a peer is in either a scanning state or an advertising
state, rather than a sleeping state, wherein the duty cycle C is
selected in accordance with a power consumption of the peer.
The method further includes selecting a first probability P, for
being in the advertising state, and performing an asynchro-
nous discovery protocol in accordance with the duty cycle C
and the first probability P,.

Another aspect of the disclosure provides a peer in a wire-
less peer-to-peer (P2P) network. The peer includes means for
selecting a duty cycle C corresponding to a probability that a
peer is in either a scanning state or an advertising state, rather
than a sleeping state, wherein the duty cycle C is selected in
accordance with a power consumption of the peer. The peer
further includes means for selecting a first probability P, for
being in the advertising state, and means for performing an
asynchronous discovery protocol in accordance with the duty
cycle C and the first probability P,.

Another aspect of the disclosure provides a computer pro-
gram product including a computer-readable storage medium
that includes code for causing a peer in a wireless peer-to-peer
(P2P) network to select a duty cycle C corresponding to a
probability that the peer is in either a scanning state or an
advertising state, rather than a sleeping state, wherein the duty
cycle C is selected in accordance with a power consumption
of the peer. The computer-readable storage medium further
includes code for causing the peer to select a first probability
P, for being in the advertising state, and perform an asynchro-
nous discovery protocol in accordance with the duty cycle C
and the first probability P,.

Another aspect of the disclosure provides a peer operable
in a wireless peer-to-peer (P2P) network. The peer includes at
least one processor, a communication interface coupled to the
at least one processor, and a memory coupled to the at least
one processor.

The at least one processor is configured to: select a duty
cycle C corresponding to a probability that the peeris in either
a scanning state or an advertising state, rather than a sleeping
state, wherein the duty cycle C is selected in accordance with
apower consumption of the peer. The at least one processor is
further configured to select a first probability P, for being in
the advertising state, and perform an asynchronous discovery
protocol in accordance with the duty cycle C and the first
probability P,.

These and other aspects of the invention will become more
fully understood upon a review of the detailed description,
which follows. Other aspects, features, and embodiments of
the present invention will become apparent to those of ordi-
nary skill in the art, upon reviewing the following description
of specific, exemplary embodiments of the present invention
in conjunction with the accompanying figures. While features
of the present invention may be discussed relative to certain
embodiments and figures below, all embodiments of the
present invention can include one or more of the advanta-
geous features discussed herein. In other words, while one or
more embodiments may be discussed as having certain
advantageous features, one or more of such features may also
be used in accordance with the various embodiments of the
invention discussed herein. In similar fashion, while exem-
plary embodiments may be discussed below as device, sys-
tem, or method embodiments it should be understood that
such exemplary embodiments can be implemented in various
devices, systems, and methods.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram conceptually illustrating a peer-
to-peer (P2P) wireless network configured to support an
asynchronous discovery protocol in accordance with aspects
of the disclosure.
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FIG. 2 is a block diagram illustrating an example of a
hardware implementation for an apparatus employing a pro-
cessing system in accordance with an aspect of the disclosure.

FIG. 3 is a diagram illustrating an asynchronous discovery
protocol of a P2P wireless network in accordance with
aspects of the disclosure.

FIG. 4 is a flowchart illustrating an algorithm for optimiz-
ing discovery of a wireless peer in an asynchronous discovery
protocol in accordance with an aspect of the disclosure.

FIG. 5 a flowchart illustrating an algorithm for prioritizing
peers based on content freshness in accordance with an aspect
of the disclosure.

FIG. 6 a drawing conceptually showing a processor and a
computer-readable medium, configured to perform an asyn-
chronous discovery protocol in accordance with an aspect of
the disclosure.

FIG. 7 is a flowchart illustrating a method of asynchronous
P2P discovery operable at a peer in a wireless P2P network in
accordance with an aspect of the disclosure.

FIG. 8 is a diagram illustrating an implementation of an
asynchronous discovery protocol at a peer using Bluetooth
Low Energy (BLE) wireless interface in accordance with an
aspect of the disclosure.

FIG. 9 is a diagram illustrating an asynchronous discovery
protocol operable at a peer using a BLE wireless interface in
accordance with an aspect of the disclosure.

DETAILED DESCRIPTION

The detailed description set forth below in connection with
the appended drawings is intended as a description of various
configurations and is not intended to represent the only con-
figurations in which the concepts described herein may be
practiced. The detailed description includes specific details
for the purpose of providing a thorough understanding of
various concepts. However, it will be apparent to those skilled
in the art that these concepts may be practiced without these
specific details. In some instances, well known structures and
components are shown in block diagram form in order to
avoid obscuring such concepts.

Aspects of the present disclosure provide an asynchronous
discovery protocol for peer-to-peer (P2P) wireless networks
in which each peer runs the asynchronous discovery protocol
locally without utilizing a central controller (or server), a
global clock, or a timing signal thereof. It is desirable that the
peers will have low power consumption because every peer
may be designed to sleep as long as possible in order to
conserve power. The discovery protocol is asynchronous
because the peers do not share the same clock timing for
discovery. Therefore, the peers generally do not wake up at
the same time. In various aspects, the asynchronous discovery
protocol can support asynchronous discovery among mul-
tiple peers (e.g., more than 2 peers) concurrently or simulta-
neously. A peer can select a duty cycle corresponding to a
probability that the peer is in either a scanning state or an
advertising state, rather than a sleeping state, and the peer
selects a probability for being in the advertising state based on
certain criteria discussed in more detail below. The duty cycle
may be selected in accordance with a desired power con-
sumption of the peer. For example, a shorter duty cycle can
lead to reduced power consumption.

FIG. 1 is a block diagram conceptually illustrating a P2P
wireless network 100 in accordance with aspects of the dis-
closure. The P2P wireless network 100 includes a number of
peers (e.g., peers 102, 104, 106, 108, 110, and 112). These
peers can communicate with each other using any suitable
wirelessly communication methods or standards. By way of
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example and not limitation, the peers may communicate with
each other via Bluetooth or Wi-Fi. In aspects of the disclo-
sure, the peers may perform an asynchronous discovery pro-
tocol to discover each other. In an aspect, the asynchronous
discovery protocol can support multiple peers (e.g., 3 or more
peers) concurrently. The asynchronous discovery protocol
will be described in more detail below.

FIG. 2 is a conceptual diagram illustrating an example of a
hardware implementation for an apparatus 200 employing a
processing system 214. In an aspect, any of the peers in FIG.
1 may be implemented with the apparatus 200. In accordance
with various aspects of the disclosure, an element, or any
portion of an element, or any combination of elements may be
implemented with a processing system 214 that includes one
or more processors 204. Examples of processors 204 include
microprocessors, microcontrollers, digital signal processors
(DSPs), field programmable gate arrays (FPGAs), program-
mable logic devices (PLDs), state machines, gated logic,
discrete hardware circuits, and other suitable hardware con-
figured to perform the various functionality, for example, an
asynchronous discovery protocol in a wireless P2P network,
described throughout this disclosure.

In this example, the processing system 214 may be imple-
mented with a bus architecture, represented generally by the
bus 202. The bus 202 may include any number of intercon-
necting buses and bridges depending on the specific applica-
tion of the processing system 214 and the overall design
constraints. The bus 202 links together various circuits
including one or more processors (represented generally by
the processor 204), a memory 205, and computer-readable
media (represented generally by the computer-readable
medium 206). The bus 202 may also link various other cir-
cuits such as timing sources, peripherals, voltage regulators,
and power management circuits, which are well known in the
art, and therefore, will not be described any further. A bus
interface 208 provides an interface between the bus 202 and a
transceiver 210. The transceiver 210 provides a means for
wirelessly communicating with various other apparatus (e.g.,
other P2P peers in FIG. 1) over a transmission medium.
Depending upon the nature of the apparatus, a user interface
212 (e.g., keypad, display, speaker, microphone, joystick)
may also be provided.

The processor 204 is responsible for managing the bus 202
and general processing, including the execution of software
stored on the computer-readable medium 206. The software,
when executed by the processor 204, causes the processing
system 214 to perform the various functions, for example, an
asynchronous discovery protocol, described infra for any par-
ticular apparatus. The computer-readable medium 206 may
also be used for storing data that is manipulated by the pro-
cessor 204 when executing software.

One or more processors 204 in the processing system may
execute software. Software shall be construed broadly to
mean instructions, instruction sets, code, code segments, pro-
gram code, programs, subprograms, software modules, appli-
cations, software applications, software packages, routines,
subroutines, objects, executables, threads of execution, pro-
cedures, functions, etc., whether referred to as software, firm-
ware, middleware, microcode, hardware description lan-
guage, or otherwise. The software may reside on a computer-
readable medium 206. The computer-readable medium 206
may be a non-transitory computer-readable medium. A non-
transitory computer-readable medium includes, by way of
example, a magnetic storage device (e.g., hard disk, floppy
disk, magnetic strip), an optical disk (e.g., a compact disc
(CD) or a digital versatile disc (DVD)), a smart card, a flash
memory device (e.g., a card, a stick, or a key drive), a random
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access memory (RAM), a read only memory (ROM), a pro-
grammable ROM (PROM), an erasable PROM (EPROM), an
electrically erasable PROM (EEPROM), a register, a remov-
able disk, and any other suitable medium for storing software
and/or instructions that may be accessed and read by a com-
puter. The computer-readable medium 206 may reside in the
processing system 214, external to the processing system
214, or distributed across multiple entities including the pro-
cessing system 214. The computer-readable medium 206
may be embodied in a computer program product. By way of
example, a computer program product may include a com-
puter-readable medium in packaging materials. Those skilled
in the art will recognize how best to implement the described
functionality presented throughout this disclosure depending
on the particular application and the overall design con-
straints imposed on the overall system.

FIG. 3 is a diagram illustrating an asynchronous discovery
protocol for a P2P network in accordance with aspects of the
disclosure. The P2P network may be the P2P network 100 of
FIG. 1. Eachpeer (e.g., peer A and peer B) of the P2P network
may be in any one of three different states: an Advertising
state 302, a Scanning state 304, and a Sleeping state 306. For
example, in the Advertising state 302, peer B 310 transmits an
advertisement message 314 (e.g., by broadcasting a beacon
for one or more times) in an attempt to be received by another
peer (e.g., peer A 312). In the Scanning state 304, a peer
listens for any advertisement messages (e.g., beacon trans-
missions) from other peers. In the Sleeping state 306, the
peers save power, by neither transmitting an advertisement
message nor listening for advertisement messages from other
peers.

By way of example and not limitation, peer A 312 is said to
discover peer B 310 when peer A, in a Scanning state 304,
successfully receives an advertisement message 314 (e.g.,
beacon) from peer B 310 that is in an Advertising state 302. In
anaspect of the disclosure, which state the peer stays in can be
dependent on three probability parameters: P, P,, and P,
respectively. Here, the parameter P, represents the probability
that a peer may transition into the Scanning state 304 in order
to receive advertisement transmissions from other peers. The
parameter P, represents the probability that a peer may tran-
sition into the Sleeping state 306, to save power. The param-
eter P, represents the probability that a peer may transition
into the Advertising state 302, to transmit an advertisement
message or beacon.

In various aspects of the disclosure, these parameters (P,,
P,, and P,) can be optimized by determining their appropriate
values to maximize the expected number of successful dis-
coveries. In the P2P network, each peer runs an asynchronous
discovery algorithm utilizing its own clock, and the clock
time is not synchronized among the peers. In the asynchro-
nous discovery algorithm, time is divided into suitable time
units or slots 316. At the beginning of each time unit, each
peer determines which state (Sleeping, Advertising, or Scan-
ning) into which it will enter, in accordance with the above-
described probabilities (P,, P,, and P,).

Optimizing Frequency of Advertising Beacon
Transmission

A duty cycle C of a peer may be determined based on a
desired power requirement at that particular peer. For
example, the duty cycle C is equal to a probability that the
peer is in either a scanning state or an advertising state, rather
than a sleeping state. In general, the higher the duty cycle C,
the more power the peer will consume. Therefore, the duty
cycle C is defined as the probability that the peer is not in the
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Sleeping state 306 (i.e., that the peer is in either one of the
Scanning state 304 or the Advertising state 302). That is, the
duty cycle C may be defined as: C=P +P,=1-P.. With the duty
cycle C being given or chosen, the asynchronous discovery
algorithm generally seeks to find an optimal value of P,, in
order to maximize the expected number of discoveries,
denoted as E(H). Here, H is a random variable denoting the
number of distinct discoveries h among N peers, and N rep-
resents the number of peers that can hear each other wire-
lessly (i.e., within wireless communication range).

With the above parameters defined, the probability distri-
bution of H can be defined by Equation (1).

Equation (1)

N-1
Pr(H=h) = ( ]NPf’Pf”H’P, O<h<N)

Thus, the expected value of H can be defined by Equation
2.

E(H=N(N-1)(C-P)P,(1-P)N2 Equation (2)

In order to maximize E(H), the optimal value (P,*) of
parameter P, can be defined by Equation (3).

Equation (3)

(2+CN—C—\/C2(N—1)2+4(1—C))

P =
! 2N

FIG. 4 is a flowchart illustrating an algorithm 400 for
optimizing discovery of a wireless peer in an asynchronous
discovery protocol in accordance with an aspect of the dis-
closure. The algorithm 400 may be performed by any of the
peers in FIG. 1 or FIG. 3. In a step 402, a probability distri-
bution function of distinct discoveries H of a peer among N
peers is defined. For example, the probability distribution
function may be Equation (1). Then in a step 404, a function
E(H) of the expected value of discoveries of the peer is
defined. For example, the function E(H) may be Equation (2).
To maximize the value of the function E(H), the optimal value
of'the probability P, is determined in a step 406. For example,
Equation (3) may be used to determine the optimal value P*
of the parameter P,. Based on the algorithm 400, a peer may
optimize its probability of discovery in an asynchronous dis-
covery protocol.

Prioritization Among Peers

In the above-described optimization of the parameter P, it
is assumed that all peers utilize the same values for the param-
eters (i.e., same probabilities). For example, all peers have the
same value of the optimized parameter P, However, it is
possible that a peer may wish to advertise more frequently
than other peers. For example, a peer may have fresher con-
tent that may be shared with other peers. The content can be
any data information collected or generated by any peer. For
example, a peer may receive some latest news which is not
available to other peers yet; a peer may generate some user-
specific content such as text messages, personal pictures, etc.;
and a peer may have just updated some of the above-men-
tioned content that may have been shared with other peers
before. By advertising more frequently, the probability of
being discovered by another peer increases. Accordingly, the
fresher content may be made available to other peers more
rapidly.
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In an aspect of the disclosure, a particular peer k (e.g., peer
B 310) has fresher content. Therefore, the peer’s parameters
P, and P, may be modified in accordance with Equations (4)
and (5) to increase its advertising time.

Pu=PAA Equation (4)
P =P-A Equation (5)
0<A=(C-P)

Where P, is the probability of the peer being in the Adver-
tising state, and P,, is the probability of the peer being in the
Scanning state.

Thus, the probability distribution of the number of discov-
eries H, for peer k can be defined by Equation (6).

PriHi =h) = Equation (6)

N-2 N -2
_ —1 pN—1-h _
(h_l](zv D) P,Prk+( A ](N b

L (T

-1
h

N-1
p,(th)+A( | ][{”IPQ”I”’(P,—hP,) O<h<N)

Thus, the expectation of H, can be defined by Equation (7).

E(H)=EEH+AN-1)(1-P)"3[(1-P)P,~(N-2)P.P,~

(1-P)P] Equation (7):

While there is no closed-form optimal solution for P, to
maximize E(H, ), there are several proven properties of P, that
are useful for system design. For example:

Pr(H,=h)=Pr(H=h) when h=h*, where h*=P /P,.

Pr(H,=h)>Pr(H=h) when h<h*, which implies that H, is
better for discovering a smaller number of peers.

E(H,)=E(H) when P, =P *, which means that the maximum
expected number of discovery remains the same for H;.

E(H,)>E(H) when P,<P,*, which means that a smaller P,
may lead to a better result for H, in some cases.

Peer Algorithm

Based on the above prioritization approach, a peer may
utilize the following algorithm to vary how frequently it trans-
mits an advertisement beacon in accordance with a kind of
“freshness” metric of content that the peer wishes to make
available. One example of quantifying the freshness of con-
tent is to use the time that has passed since the creation of the
content. Each content may have a time stamp corresponding
to the time when it is first created so that the freshness can be
measured by the difference between current time and the
creation time; the larger the difference, the less fresh the
content. In an aspect of the disclosure, each peer may choose
a suitable duty cycle C in accordance with its desired power
savings and discoveries. When a peer has fresh content, e.g.,
when certain content (e.g., new captured pictures) has been
updated, that peer may increase its value of P, up to the value
of'the duty cycle C, while decreasing its value of P, to main-
tain the duty cycle C. As the freshness of the peer’s content
decays over time, the peer may gradually reduce its value of
P, down to the value of P,*. Here, the smaller values of P, give
larger values of h*=P,/P,, implying a higher probability of
discovery among peers.

As shown in Equation (3) above, the value ofthe optimized
P* is calculated by the peer, based upon the values of C and
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N. When N is unknown to a peer, that peer may utilize a
conservative estimate (e.g., a larger value of N), which results
in asmaller value of P,*. When the actual value of P, is smaller
than P*, it results in a larger E(H), ) resulting in better discov-
ery of fresher content from other peers. FIG. 5 is a flowchart
illustrating an algorithm 500 for prioritizing peers based on
content freshness in accordance with an aspect of the disclo-
sure. The algorithm 500 may be performed by any of the peers
in FIG. 1 and FIG. 3, for example. In a step 502, if it is
determined that a peer has fresher content, the peer may
increase the value of P, while decreasing the value of P, by a
predetermined amount A in a step 504. In an aspect, the value
of P, may be increased in accordance with Equation (4), and
the value of P, may be decreased in accordance with Equation
(5). Inastep 506, ifitis determined that the content of the peer
is aging (i.e., content freshness decays with time), the peer
may gradually reduce the value of P,down to P,* as defined in
Equation (3) in a step 508. It should be noted that while the
algorithm 500 is illustrated in FIG. 5 in a particular order and
sequence, the present disclosure is not limited as such. In
other aspects, the various steps may be performed in different
orders in sequence or parallel.

FIG. 6 is a drawing conceptually showing a processor 600
and a computer-readable medium 610, configured to perform
an asynchronous discovery protocol as described above in
reference to FIGS. 1-5. In an aspect of the disclosure, the
processor 600 may be implemented as the processor 204, and
the computer-readable medium 610 may be the computer-
storage medium 206. The processor 600 includes a compo-
nent 602 for handling probability distribution of discoveries,
acomponent 604 for handling expectation of discovery, and a
component 606 for determining probability of a peer in an
Advertising state. In an aspect, the components 602, 604, and
606 may be utilized to perform the steps 402, 404, and 406 in
FIG. 4, respectively. The storage medium 610 includes a
routine 612 for handling probability distribution of discover-
ies, a routine 614 for handling expectation of discovery, and a
routine 616 for determining probability of a peer in an Adver-
tising state. In an aspect, the routines 612, 614, and 616 may
be executed by a processor 600 to perform the steps 402, 404,
and 406 of FIG. 4, respectively. In one aspect, the processor
600 and storage medium 610 may be configured to perform
the algorithms 400 and 500 in FIGS. 4 and 5, for example, to
change the probability P, for a peer based on content fresh-
ness.

FIG. 7 is a flowchart illustrating a method 700 of perform-
ing an asynchronous P2P discovery protocol operable at a
peer in a wireless P2P network in accordance with an aspect
of'the disclosure. In one aspect, this asynchronous discovery
protocol can allow three or more peers (e.g., peers 102, 104,
106 of FIG. 1) to perform asynchronous P2P discovery con-
currently or simultaneously. In a step 702, a peer selects a
duty cycle C corresponding to a probability that the peer is in
either a Scanning state or an Advertising state, rather than a
Sleeping state, wherein the duty cycle C is selected in accor-
dance with a desired power consumption of the peer. For
example, a longer duty cycle C will increase power consump-
tion of the peer, while a shorter duty cycle C will decrease
power consumption of the peer. Then in a step 704, the peer
selects a first probability P, for being in the Advertising state.
In various aspects, the method 700 may be performed in
accordance with the disclosure set forth in reference to FIGS.
1-6.

It is to be understood that the specific order or hierarchy of
steps in the methods disclosed is an illustration of exemplary
processes. Based upon design preferences, it is understood
that the specific order or hierarchy of steps in the methods
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may be rearranged. The accompanying method claims
present elements of the various steps in a sample order, and
are not meant to be limited to the specific order or hierarchy
presented unless specifically recited therein.

As those skilled in the art will readily appreciate, various
aspects described throughout this disclosure may be extended
to other telecommunication systems, network architectures
and communication standards. By way of example, various
aspects may be extended to wireless systems such as IEEE
802.11 (Wi-Fi), Bluetooth, and/or other suitable systems. The
actual telecommunication standard, network architecture,
and/or communication standard employed will depend on the
specific application and the overall design constraints
imposed on the system.

FIG. 8 is a diagram illustrating an implementation of an
asynchronous discovery protocol at a peer using Bluetooth
Low Energy (BLE) wireless interface in accordance with an
aspect of the disclosure. When a peer (e.g., peer B 310) is in
an advertising state 802, it may periodically send a number of
advertisement packets (AP) 804 in an advertising channel.
For example, the AP type is ADV_SCAN_IND. Other peers
may request more information by sending a SCAN_REQ
packet. At this point, no BLE connection request is allowed.
The AP 804 is sent at the beginning of each Advertising
Interval (AI) 806. In one aspect, each AP should be transmit-
ted within 10 milliseconds (ms). In various aspects, the
Advertising Interval 806 may be any multiple of 0.625 ms
between 20 ms and 10.24 seconds. The time duration of the
Advertising state 802 may include multiple Als 806. The peer
may control its BLE wireless interface through Host Control-
ler Interface (HCI) commands to set advertising parameters
and advertising data, and enable/disable advertising state.

FIG. 9 is a diagram illustrating an asynchronous discovery
protocol operable at a peer using a BLE wireless interface in
accordance with an aspect of the disclosure. A peer A may be
scanning in a scanning state 902, and a peer B may be in an
advertising state 904. Peer A may receive an advertisement
packet 906 from peer B, and may choose to request more
information by sending a request packet SCAN_REQ 908.
Other than the advertising packet 906, peer B may also pre-
pare a scan response packet SCAN_RSP 910 to provide up to
31 bytes of additional information upon request. The peer
may control its BLE wireless interface through Host Control-
ler Interface (HCI) commands to set scanning parameters and
data, and enable/disable scanning state. It should be noted
that the timing and duration of the scanning and adverting
state in FIGS. 8 and 9 may be determined at each peer based
on the algorithms 400 and 500 set forth above in accordance
with aspects of the disclosure.

The previous description is provided to enable any person
skilled in the art to practice the various aspects described
herein. Various modifications to these aspects will be readily
apparent to those skilled in the art, and the generic principles
defined herein may be applied to other aspects. Thus, the
claims are not intended to be limited to the aspects shown
herein, but are to be accorded the full scope consistent with
the language of the claims, wherein reference to an element in
the singular is not intended to mean “one and only one” unless
specifically so stated, but rather “one or more.” Unless spe-
cifically stated otherwise, the term “some” refers to one or
more. A phrase referring to “at least one of” a list of items
refers to any combination of those items, including single
members. As an example, “at least one of: a, b, or ¢” is
intended to cover: a;b;c;aand b;aand ¢;band ¢;and a, b and
c. All structural and functional equivalents to the elements of
the various aspects described throughout this disclosure that
are known or later come to be known to those of ordinary skill
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in the art are expressly incorporated herein by reference and
are intended to be encompassed by the claims. Moreover,
nothing disclosed herein is intended to be dedicated to the
public regardless of whether such disclosure is explicitly
recited in the claims. No claim element is to be construed
under the provisions of 35 U.S.C. §112, sixth paragraph,
unless the element is expressly recited using the phrase
“means for” or, in the case of a method claim, the element is
recited using the phrase “step for.”

The invention claimed is:

1. A method operable at a peer in a wireless peer-to-peer
(P2P) network, the peer being configured to discover other
peers by utilizing an asynchronous discovery protocol com-
prising a scanning state, an advertising state, and a sleeping
state in accordance with a duty cycle C, the method compris-
ing:

determining the duty cycle C in accordance with a power

consumption of the peer, wherein the duty cycle C cor-
responds to a first probability P, that the peer is in the
advertising state and a second probability P, that the peer
is in the scanning state;

determining the first probability P, in accordance with the

duty cycle C and a number of peers N in communication
range of the peer; and

performing the asynchronous discovery protocol in accor-

dance with the duty cycle C and the first probability P,.
2. The method of claim 1, further comprising:
increasing the first probability P, in response to an avail-
ability of updated content at the peer for sharing with the
other peers.

3. The method of claim 2, further comprising:

gradually decreasing the first probability P, as the updated

content ages over time.

4. The method of claim 2, further comprising:

decreasing the second probability P, by an amount equal to

an increased amount of the first probability P,.

5. The method of claim 4, wherein the increased amount of
the first probability P, is greater than zero, and less than or
equal to C-P,.

6. The method of claim 4, wherein the second probability
P, is substantially equal to zero.

7. The method of claim 1, wherein the determining the first
probability P, further comprises calculating:

(2+CN—C—\/C2(N—1)2+4(1—C))

P =
! 2N

wherein P,* is a value of the first probability P, for maxi-
mizing an expected number of discoveries among peers,
C is the duty cycle, and N is the number of peers.

8. The method of claim 1, wherein the asynchronous dis-
covery protocol is configured to support three or more of the
other peers concurrently.

9. The method of claim 1, wherein determining the first
probability P, comprises determining the first probability P,
such that an expected number of successful discoveries of the
peers N in communication range of the peer is maximized.

10. The method of claim 1, further comprising estimating a
value of N.

11. A peer in a wireless peer-to-peer (P2P) network, com-
prising:

means for discovering other peers by utilizing an asynchro-

nous discovery protocol comprising a scanning state, an
advertising state, and a sleeping state in accordance with
a duty cycle C;
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means for determining the duty cycle C in accordance with
apower consumption of the peer, wherein the duty cycle
C corresponds to a first probability P, that the peer is in
the advertising state and a second probability P, that the
peer is in the scanning state;

means for determining the first probability P,in accordance

with the duty cycle C and a number of peers N in com-
munication range of the peer,
wherein the means for discovering comprises means for
performing the asynchronous discovery protocol in
accordance with the duty cycle C and the first probability
P,.

12. The peer of claim 11, further comprising:

means for increasing the first probability P, in response to
an availability of updated content at the peer for sharing
with the other peers.

13. The peer of claim 12, further comprising:

means for gradually decreasing the first probability P, as

the updated content ages over time.

14. The peer of claim 12, further comprising:

means for decreasing the second probability P, by an

amount equal to an increased amount of the first prob-
ability P,.

15. The peer of claim 14, wherein the increased amount of
the first probability P, is greater than zero, and less than or
equal to C-P,.

16. The peer of claim 14, wherein the second probability P,
is substantially equal to zero.

17. The peer of claim 11, wherein the means for determin-
ing the first probability P, is configured to calculate:

(2+CN—C—\/C2(N—1)2+4(1—C))

2N

;=

wherein P,* is a value of the first probability P, for maxi-
mizing an expected number of discoveries among peers,
C is the duty cycle, and N is the number of peers.

18. The peer of claim 11, wherein the asynchronous dis-
covery protocol is configured to support three or more of the
other peers concurrently.

19.A

non-transitory computer-readable storage medium com-

prising code for causing a peer in a wireless peer-to-peer

(P2P) network to:

discover other peers by utilizing an asynchronous dis-
covery protocol comprising a scanning state, an
advertising state, and a sleeping state in accordance
with a duty cycle C;

determine the duty cycle C in accordance with a power
consumption of the peer, wherein the duty cycle C
corresponds to a first probability P, that the peer is in
the advertising state and a second probability P, that
the peer is in the scanning state;

determine the first probability P, in accordance with the
duty cycle C and a number of peers N in communica-
tion range of the peer; and

perform the asynchronous discovery protocol in accor-
dance with the duty cycle C and the first probability P,.

20. The computer-readable storage medium of claim 19,
further comprising code for causing the peer to:

increase the first probability P, in response to an availability

of'updated content at the peer for sharing with the other
peers.
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21. The computer-readable storage medium of claim 20,
further comprising code for causing the peer to:

gradually decrease the first probability P, as the updated

content ages over time.

22. The computer-readable storage medium of claim 20,
further comprising code for causing the peer to:

decrease the second probability P, by an amount equal to an

increased amount of the first probability P,.

23. The computer-readable storage medium of claim 22,
wherein the increased amount of the first probability P, is
greater than zero, and less than or equal to C-P,.

24. The computer-readable storage medium of claim 22,
wherein the second probability P, is substantially equal to
Zero.

25. The computer-readable storage medium of claim 19,
further comprising code for causing the peer to calculate:

(2+CN—C—\/C2(N—1)2+4(1—C))

= 2N

;=

wherein P,* is a value of the first probability P, for maxi-
mizing an expected number of discoveries among peers,
C is the duty cycle, and N is the number of peers.

26. The computer-readable storage medium of claim 19,
wherein the asynchronous discovery protocol is configured to
support three or more of the other peers concurrently.

27. A peer operable in a wireless peer-to-peer (P2P) net-
work and configured to discover other peers by utilizing an
asynchronous discovery protocol comprising a scanning
state, an advertising state, and a sleeping state in accordance
with a duty cycle C, the peer comprising:

at least one processor;

a communication interface coupled to the at least one pro-

cessor; and

a memory coupled to the at least one processor,

wherein the at least one processor is configured to:

determine the duty cycle C in accordance with a power
consumption of the peer, wherein the duty cycle C
corresponds to a first probability P, that the peer is in
the advertising state and a second probability P, that
the peer is in the scanning state;

determine the first probability P, in accordance with the
duty cycle C and a number of peers N in communica-
tion range of the peer; and

perform, by utilizing the communication interface, the
asynchronous discovery protocol in accordance with
the duty cycle C and the first probability P,.

28. The peer of claim 27, wherein the at least one processor
is further configured to:

increase the first probability P, in response to an availability

of updated content at the peer for sharing with the other
peers.

29. The peer of claim 28, wherein the at least one processor
is further configured to:

gradually decrease the first probability P, as the updated

content ages over time.

30. The peer of claim 28, wherein the at least one processor
is further configured to:

decrease the second probability P, by an amount equal to an

increased amount of the first probability P,.

31. The peer of claim 30, wherein the increased amount of
the first probability P, is greater than zero, and less than or
equal to C-P,.

32. The peer of claim 30, wherein the second probability P,
is substantially equal to zero.
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33. The peer of claim 27, wherein the at least one processor
is further configured to calculate:

+en-c-yoew-17+a1-0) 3

rT 2N

wherein P,* is a value of the first probability P, for maxi-
mizing an expected number of discoveries among peers, 10
C is the duty cycle, and N is the number of peers.
34. The peer of claim 27, wherein the asynchronous dis-
covery protocol is configured to support three or more of the
other peers concurrently.
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